


LIVE
Main Display 240 FPS Display

Screen Division 1, 4, 6, 9, 10, 16 or 32  swappable channel positions.
Operation Mouse clicks for full or split screen. 

Security Password protected, Multi level and function customizable for each users

RECORDING
Recording Schedule Continuous / Motion / Sensor / Sensor & Motion

Resolution & Frame Rate 320 x 240, 240 FPS for 32 Cameras
Pre/Post Alarm Maximum 5/240 seconds Pre/Post Alarm Recording

Audio Recording 16 channels Synchronized Audio

SEARCH
Playback Display 1, 4, 9, or 16 Simultaneous multi channel playback

Time Search By Calendar Date, time bar (Hour/Minute)
Event Search Continuous, Motion, Sensor, POS

Bookmark Create Bookmark, Bookmark Search
Backup One step backup from search menu. JPEG, MPEG4, or AVI

Play Control Stop, Play, Fast Forward, Reverse, Up 8x speed
Audio Selected channel plays audio. Volume control.

         Image Control Image Enhancement and De-Interlacing
Log System log events, view and search.

PTZ
Protocols Supports major protocols. More than 42 different protocols. Set independently by channel.

Control Mouse. Main server and over the network. 
Programming Presets, Patterns, & Touring

NETWORK
Protocols TCP/IP, Over LAN or WAN. Static or Dynamic IP.

Remote Connection By Central Monitoring software. Web view (IE) with basic functions.
Remote Capabilities DVR Setup, Live, Search, Alert, Download, Multi locations, POS, Events, E-Map

SPECIFICATIONS
Display / Recording FPS 240 / 240 FPS NTSC

Video Compression Hardware MPEG4
Video Channels 32 Input BNC, 75 Ohms, 1 VP
Audio Channels 16 Input / 1 Out, RCA

Sensor In / Alarm Out 16 TTL / 4 TTL (16/16 Optional)
Recording Resolution 352x240 (1CIF), 704x240 (2CIF), 704x480 (4CIF) NTSC

RS232 for PTZ 1, Built-In
Main Display 1 x VGA, 2 x Composite TV Out (Pass-through duplicate of the main display)

Data Size Average 2K (340x240)
Backup DVD-RW, USB, Network Drive, USB Flash Drive, External HDD
Storage Internal HDDs, 500 G ~ 3 TB

Operating System Windows XP 

SPECIAL FEATURES
POS Integration Direct POS Integration through LAN or RS 232. Any cash register types.

Auxiliary Programming Direct RS 232 or LAN Integration with ATM/Access Control/GPS/Other Devices.
Special programming and co-development required.

Instant Replay Single mouse click on channel plays previous recording instantly.
Recording Combinations Up to 15 combinations with various parameters.

Watermarking Decoded in compression

DIMENSIONS
Form Factor 4 U Rack 

Dimension 19" x 7" x 18.5" (W x H x D)
Front Panels 2 Lockable panels.

Handles Metal, 1.25 “
Power 550 W, EPS 12 V, UL, CE, FCC, RoHS
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DYNAMIC E-MAP
E-Map Image JPEG Image. Easy setup. Multi map list on client.

Devices display Free positioning. Camera/Sensor/Audio/Aux. Flash Alert. Device information.


